
ARM SGP/GIF Radiometer Characterization System (RCS)
36.606 N Latitude     97.486 W Longitude     320 Meters AMSL     Time Zone -6

April 2004

Downwelling Infrared Radiation
Hourly Integrated and Daily Totals

Instrument: Eppley PIR (B)
Watt-Hours per Square Meter

Day 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 Daily

1 249 247 246 246 245 245 248 253 263 272 280 287 293 296 296 297 299 299 295 291 286 281 276 275 6564
2 273 271 269 268 269 270 270 275 282 289 297 303 308 308 307 305 301 293 284 281 276 273 269 263 6804
3 258 256 254 254 256 255 256 257 266 281 286 287 292 294 293 301 299 296 290 288 287 282 276 268 6634
4 263 259 254 251 246 244 243 247 256 265 272 277 281 283 284 281 280 280 276 273 271 269 274 272 6404
5 275 278 294 320 336 333 315 308 306 295 313 350 344 351 356 359 360 368 369 349 330 308 304 305 7825
6 302 298 295 311 348 343 319 325 315 323 333 342 359 360 358 367 370 371 371 372 358 354 341 338 8173
7 339 352 336 342 322 310 354 352 359 351 335 325 329 329 336 327 326 331 323 324 314 312 306 303 7938
8 303 298 295 292 288 282 277 278 281 285 291 298 302 304 304 303 300 296 293 291 294 293 284 284 7017
9 284 283 289 301 316 349 346 344 340 338 337 327 354 355 353 355 348 350 353 358 354 353 350 349 8086
10 347 346 342 339 339 339 339 338 338 338 339 340 339 339 339 337 334 332 325 322 270 260 246 244 7772
11 241 236 234 232 232 230 231 235 240 253 262 268 274 280 283 288 282 295 295 306 295 284 290 300 6367
12 304 298 295 296 277 267 254 269 277 278 279 302 303 329 329 324 289 274 259 258 252 248 244 242 6749
13 240 238 239 262 285 294 303 297 276 260 266 273 289 293 288 274 268 266 262 258 257 252 252 249 6441
14 245 244 244 245 244 245 247 259 271 282 292 301 308 314 317 315 312 310 304 302 293 292 297 288 6770
15 287 286 290 291 291 299 304 320 302 309 318 326 335 339 346 346 347 346 342 337 332 330 324 319 7668
16 315 311 308 302 300 298 302 312 321 329 338 347 355 364 365 366 362 357 353 347 347 343 343 339 8026
17 333 331 331 327 325 325 331 327 333 342 354 378 380 372 368 373 367 363 349 346 358 359 360 365 8397
18 357 339 336 345 352 336 337 352 365 373 372 383 403 398 395 387 378 372 367 369 366 365 366 364 8778
19 359 355 351 345 345 347 362 387 389 378 377 402 406 405 404 398 395 396 366 356 391 394 394 390 9091
20 394 394 385 377 376 367 380 383 386 392 381 371 395 393 380 380 363 335 326 314 316 331 333 319 8770
21 315 323 311 297 291 289 292 293 300 310 318 323 329 337 341 345 345 365 327 331 356 373 375 365 7851
22 327 302 293 295 314 318 335 360 369 378 381 383 385 387 388 389 387 386 384 384 375 375 370 345 8608
23 362 374 373 371 369 368 366 365 363 364 365 364 364 365 364 364 365 366 365 367 370 371 370 372 8805
24 375 370 370 371 371 370 370 371 370 368 359 364 361 343 334 339 312 298 292 288 284 280 281 281 8124
25 282 281 276 273 273 274 278 284 288 295 301 308 313 317 315 318 323 322 330 333 349 349 333 335 7349
26 331 346 316 303 294 286 280 286 291 301 307 316 320 323 314 309 306 305 300 297 294 290 290 285 7290
27 283 281 280 278 278 278 282 290 302 313 325 335 342 343 344 346 347 345 339 331 327 326 321 317 7553
28 313 309 305 304 301 301 299 306 314 320 332 341 349 345 344 331 347 343 339 326 335 342 341 314 7802
29 312 337 347 335 316 310 334 379 385 389 387 371 382 393 394 395 398 403 399 402 383 359 363 372 8847
30 377 377 364 366 357 356 349 351 356 359 356 359 362 365 366 364 361 358 354 351 347 349 348 347 8598

Avg 308 307 304 305 305 304 307 313 317 321 325 332 338 341 340 339 336 334 328 325 322 320 317 314 7703
S D 43 45 43 41 41 41 43 44 43 41 37 36 37 35 35 35 36 38 37 37 40 42 42 42 841
S/A 0.14 0.15 0.14 0.13 0.13 0.13 0.14 0.14 0.14 0.13 0.11 0.11 0.11 0.1 0.1 0.1 0.11 0.11 0.11 0.11 0.12 0.13 0.13 0.13 0.11
Min 240 236 234 232 232 230 231 235 240 253 262 268 274 280 283 274 268 266 259 258 252 248 244 242 6367
Max 394 394 385 377 376 370 380 387 389 392 387 402 406 405 404 398 398 403 399 402 391 394 394 390 9091

n 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 43200

Data Recovery: 0.0% missing; 0.0% failed QC -- 43200 total measurements.

Instrument: Eppley PIR (B)     Serial Number: 30835F3             Calibration Factor: K0=-9.48693; K1=0.236365 W/m²/µV; K2=1.01340; K3=-2.17706; Kr=7.044e-4     Calibration Date: 05/2002

Note: Daily values with a missing flag (*) are not used in monthly statistics.

Prepared by: Afshin M. Andreas, NREL<blank> ? > 90% Fail QC > 90% Fail QC

<value> ? > 20% Fail QC > 10% Fail QC
<blank> * > 90% Missing > 90% Missing

Data & Flag Hour Column Day Column
<value> * > 20% Missing > 10% Missing


