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	Ranked Module Efficiency (%)
	Description of best module
	Same module with lowest power rating

	19.3

(non-stan)
	SunPower 315 (SunPower rear-point contacted cells, mono-Si) Tcoeff = -0.38 %/C, VOC/cell = 673 mV
	Also SunPower 305, efficiency 18.7%

	17.4
(non-stan)
	Sanyo HIP-205BAE (single crystal CZ Si, HIT (Tcoeff = -0.30 %/C), VOC/cell = 717 mV
	Also HIP-180BAE, efficiency 15.3%

	14.4

(non-stan)
	Advent Solar  Advent 240 (emitter wrap thru multi-Si) Tcoeff= -0.52%/C, VOC/cell = 610 mV
	Also Advent 210, efficiency 12.6%

	14.2

(multi)
	Kyocera KC200GHT-2 (cast multi-Si diffused cells) Tcoeff.(only given for Voc, -0.123 V/C), VOC/cell = 609 mV
	Only one rating listed, 

	14.1

(mono)
	Sharp NU-185 (mono-Si, standard) 

     -0.485%/C, VOC/cell = 629 mV
	Also Sharp NU-170, efficiency 13.0%

	13.9

(mono)
	BP4175 (mono-Si – standard)  Tcoeff= -(0.5±0.05) %/C, VOC/cell = 606 mV
	Also BP4165, efficiency 13.1%

	13.8

(multi)
	BP BP3230  multi-Si standard cells) Tcoeff= -(0.5±0.05) %/C, VOC/cell = 607 mV
	Also BP3210, efficiency 12.6%, 25-y ltd warranty

	13.7

(multi)
	Sharp ND-224-U1 (multi-Si, diffused) 

     Tcoeff=-0.485%/C , VOC/cell = 610 mV
	Also as  Sharp 216, then 13.3% efficient  25-y ltd warranty

	13.4

(mono)
	SolarWorld Sunmodule 175/165/155 (mono-Si “Shell”) Tcoeff.: VOC= -0.33V/C, VOC/cell = 617 mV
	Also SW 155, efficiency 11.9%   Power-warranty 12/90%, 25/80%

	13.4

(mono)
	SunTech STP 260S-24V/b (mono-Si diffused cells) VOC/cell = 615 mV
	25-y ltd warranty

	13.4

(multi)
	Solar World AG SW  225 (multi-Si) Tcoeff.: VOC= -0.33V/C, VOC/cell = 613 mV
	Also SW 200, efficiency 11.9%

	13.1

(ribbon)
	Evergreen Solar ES 195 (string ribbon Si) 

     Tcoeff= -0.49%/C, VOC/cell = 609 mV
	Also ES-180 efficiency 12.0%

	11.3

(CIGS)
	Solibro SL1-85 (CIGS) 

     Tcoeff=-0.45%/C 
	Also as  SL1-60, then eff. is 8.0%

	11.2

(CIGS)
	Honda HEM125PA (CIS) 


	Also available as 115W, then 10.3% efficient

	11.0

(CIS)
	WürthSolar WS GOO25 E080 (CIS) 

     Tcoeff.= -0.36 %/C
	Also WS GOO25 E075, efficiency 10.3% (warranty 20/80%)

	10.4

(CdTe)
	First Solar FS-275 (CdTe) 

     Tcoeff= -0.25 %/C Voc/cell = 773 mV
	Also FS-260, efficiency 8.3% (25-y ltd warranty)

	9.0

(CdTe)
	Calyxo CX 65 (CdTe) 

     Tcoeff= -0.25 %/C 
	Also as  CX 35 , then eff. is 4.9%

	8.5

(a-Si/nc-Si)
	Sharp NA-901-WP (90-W) (amorphous/nanocrystalline Si tandem) Tcoeff=-0.24%/C
	Also Sharp NA-801 (80W)

Efficiency 7.6% (warranty: 10/90%, 20/80%)

	8.2%

(a-Si/nc-Si)
	Sontor SN2-145 (amorphous/nanocrystalline Si tandem) Tcoeff=-0.40%/C
	Also as  SN2-125 , then eff. is 7.0%

	8.0

(CIGS)
	GSE Solar GSE 33060 

Tcoeff=-0.5%/C
	Only one rating, but +/-15% power spec, 25-y ltd warranty

	6.3

(a-Si 1-j)
	Mitsubishi Heavy MA100 T2 (single j. a-Si, VHF deposition), Tcoeff.= -0.2 %/C
	Only one rating

(warranty 20/80% warranty)

	6.3

(a-Si 3-j)
	Uni-Solar PVL 136 (triple-j. amorphous silicon roofing laminate), Tcoeff = - 0.23%/C 
	Also as 124 W, eff. 5.7%

(20-year ltd warranty)

	6.3

(a-Si 1-j)
	Kaneka T-SC(EC)-120 (single-j. a-Si)
No Tcoeff. given
	Only one rating

(ltd warranty 25/80%)

	5.9

(a-Si 1-j)
	Ersol  Nova-T GOO25 E080 (single-j. a-Si)
     Tcoeff.= -0.31 %/C
	Also available as 70 W, eff. then 4.9%

	5.9

(a-Si/a-Si)
	Schott Solar ASI-TM86 (same-bandgap double junction a-Si)

Tcoeff = - 0.20%/C
	Also ASI TM78, eff 5.4%

20-y ltd warranty

	5.3

(a-Si/a-Si)
	EPV EPV-42 (same-bandgap double junction a-Si)

Tcoeff = - 0.19%/C
	Also EPV-40, eff 5.1%

(warranty 25/80%)


